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	Specification No
	Data Sheet No

	Date: _______________ 20 _____ y.
	Customer -

	Теl: +38 0542 77-32-29;   24-37-75
	Designer  - PJSC «Sumy NPO»

	Fax:        +38 0542 77-32-28;   22-55-32
	Object  -

	1
	Designation 
	

	
	Drawing No.
	

	2
	Quantity 
	Pcs.
	

	3
	Nominal diameter
	DN, mm
	

	4
	Nominal pressure
	PN, bar
	

	5
	Pipeline diameter
	Outside (mm)
	

	6
	Pipe wall thickness
	Mm
	

	7
	Pipe material
	Steel grade,Standard
	

	8
	Pup carbon equivalent
	[С]e, no more
	

	9
	Pipeline position
	Horizontal 
	

	10
	Installation
	Over-ground/under-ground
	

	11
	Connection
	Welded end /flanged end
	

	12
	Counter-flanges
	Yes /No
	

	13
	Working medium
	

	14 
	Aggressive components of working medium
	mg/m3, no more
	

	15
	Mechanical impurities in working medium
	g/m3, no more
	

	16
	Working medium temperature
	°С
	

	17
	Ambient temperature
	°С
	

	18
	Work pressure
	bar
	

	19 
	Max. pressure differential
	bar
	

	20
	Working medium velocity (flow rate)
	m/sec (nm3/min)
	

	21
	Type
	swing
	

	22
	Body type
	welded / split
	

	23
	Damper availability
	yes/no
	

	24 
	Protective covering type
	polymer / paint
	

	25
	Coloration 
	color
	

	26
	Additional data:
	

	
	Name 
	Signature /Date
	Tel. / Fax

	Designed 
	
	
	

	
	
	
	

	Approved 
	
	
	


When ordering, please specify product and drawing designation.

The example of an order: ЗО-300-100-Пр; 1.2770.56.200.00-01.
where

3О

- check valve;

300

- Diameter Nominal, DN, mm;

100

- Pressure Nominal, PN, bar;

Пр

- welded end  (Ф-Ф - flanged connection with counter flanges, fasteners and sealing parts

  Пр – welded end;); 
1.2770.56.200.00-01         -. drawing designation
When ordering, please specify dimensions, material and mechanical properties of connecting pipe.

